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DOE requires today for seismic design criteria for new facilities. The app
review the seismic capacity of equipment and distribution systems includes sop
or qualification testing that can be very time consuming, complex, and costly. This Pro

designed to be a cost-effective method of enhancing the seismic safety of facilities by emphasizing
the use of facility walkdowns and engineering judgment based on seismic experience data.

]

The DOE Seismic Evaluation Procedure is adapted from Part II of Revision 2 of the Seismic
Qualification Utility Group (SQUG) Generic Implementation Procedure (GIP) (Ref. 1) used by the
nuclear power industry. The SQUG GIP provided a procedure for resolving a U.S. Nuclear
Regulatory Commission (NRC) unresolved safety issue through the use of experience and generic
test data of equipment in industrial facilities subjected to strong motion seismic events. With a
Safety Evaluation Report (Ref. 2), the NRC approved the program implemented by the SQUG GIP.

The DOE Seismic Evaluation Procedure builds on the procedures and screening criteria in the
SQUG GIP by incorporating DOE-specific requirements and guidance and broadening the
application of the experience-based methodology to equipment classes not contained in the SQUG
GIP. The DOE Procedure has information from DOE Orders and Standards, DOE state-of-the-
practice manuals for seismic upgrades of equipment, the Seismic Evaluation Procedure (SEP-6)
used at the Savannah River Site (Ref. 3), and other documents from DOE sites that discuss
experience-based methodologies and guidelines. The scope of equipment covered in the DOE
Procedure includes classes of equipment from the SQUG GIP, such as batteries on racks, motor
control centers, switchgear, valves, pumps, motor generators, tanks, cable and conduit raceway
systems, and relays. In addition, the DOE Procedure includes guidelines for evaluating the seismic
adequacy of piping systems, HVAC ducts, glove boxes, unreinforced masonry (URM) walls, and
other classes of equipment in DOE facilities. The provisions of the DOE Procedure have been
subjected to independent technical reviews as discussed in Section 1.4.2 and a letter that provides a
summary of the reviews is attached at the end of the Foreword.

This report is divided into five parts in order to identify the relationships of the DOE procedure with
the SQUG GIP. Part I is titled the General Approach for DOE Seismic Evaluation Procedure and
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